
No.9

3000 - Varies

Turbine Section

on Trailer

Approximate Location of

Telecom Pole

Left Hand Verge

1100

3000

Right Hand Verge:

NO VERGE

Existing Road:

Tarmac Surface

CROSS SECTION No.9

2400

Dry

Drain

Left Hand Verge

Road Widening

1000

≥4
75

SINGLE LAYER OF TERRAM

1000 NON-WOVEN GEOFABRIC

( OR SIMILAR APPROVED ) &

SINGLE LAYER OF GEOGRID SS20

(SIZE TO BE CONFIRMED

FURTHER TO SITE

INVESTIGATIONS)

DOUBLE SURFACE

DRESSING TO

CLAUSE 919

ROAD OVERLAY

LAYER WET MIX

MACADAM TO

CLAUSE 806 / COLD

MIX MACADAM

CAPPING MATERIAL

CONFORMING TO TYPE 6F1

IN ACCORDANCE WITH

TABLE 6/2 OF THE NRA

SPECIFICATION FOR ROAD

WORKS COMPACTED IN

250mm Tk. LAYERS

CROSS SECTION No.9

Left Hand Verge

Right Hand Verge

Scale 1:5,000

LAYOUT PLAN
















   















  



 







   

Reproduced from the Ordance Survey by Permission of the Government 

Licence No. EN 0002613 based on Map Reference 3048, 3049, 3114 - 3117, 3180 - 3183, 3246 - 3249 @ 1:5,000

1. FIGURED DIMENSIONS ONLY TO BE TAKEN FROM THIS DRAWING.

2. ALL DRAWINGS TO BE CHECKED BY THE CONTRACTOR ON SITE.

3. ENGINEER TO BE INFORMED OF ANY DISCREPANCIES BEFORE

   ANY WORK COMMENCES.

Notes

4. ALL LEVELS REFER TO ORDNANCE DATUM (MALIN HEAD).
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